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Attachment 7

FITTING PROCEDURES FOR MAG-1 SPECTACLES

FOR USE WITH MCU-2/P MASK

1. PRETESTING 

Pretest the MCU-2/P mask (Fig. 1) on the subject to ensure that the mask fits properly and a seal is possible. Once this pretesting is done, proceed with fitting the individual with the MAG-1 spectacle (Fig. 2), using the frames available in the fitting kit.  Different sized masks may need to be tested due to differences in MAG-1 spectacle frame sizes.

[image: image1.png]Acrobat Reader - [qnft_pol h1.pdf]
B Fle Edt Document: Ve Window_Help _18/x|

>RsaE| e ][O Baels -o0ONE -
1. Pretest the MCU-2/P mask (Fig. 1) on the subject to ensure that the mask fits properly
Once this pretesting is done, proceed with fitting the individual with the

and a seal i possible,
MAG- 1 spectacle (Fig. 2), using the frames available in the fitting kit
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2. A 6-piece fitting kit (Fig. 3) should be available to ensure the best possible fiame fit and
compatibilty with the MCU-2/P mask. This kit contains one of cach size front and two bridle
sizes (Fig, 4). By interchanging different size fronts with diffcrent size bridles, many
Jable for just about any facial size.

combinations are made av
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2. 6-PIECE FITTING KIT

A 6-piece fitting kit (Fig. 3) should be available to ensure the best possible frame fit and compatibility with the MCU-2/P mask. This kit contains one of each size front and two bridle sizes (Fig. 4). By interchanging different size fronts with different size bridles, many combinations are made available for just about any facial size.
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3. PRIMARY FACIAL FITTING CRITERIA
Small face 46-22, 46-25 Short Bridle
Medium face  48-22, 48-25 Short or Regular Bridle
Large face 48-22, 48-25 Regular Bridle

4. FITTING PROCEDURE:

(@) From the primary facial fiting criteria (Section 3), select a frame front and bridlc for
initial fit. Based upon this inital fit, determine the final cyewire, bridge, and brid
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3. PRIMARY FACIAL FITTING CRITERIA

	Small face
	46-22, 46-25 Short Bridle

	Medium face
	48-22, 48-25 Short or Regular Bridle

	Large face
	48-22, 48-25 Regular Bridle


4. FITTING PROCEDURE:

(a) From the primary facial fitting criteria (Section 3), select a frame front and bridle for initial fit. Based upon this initial fit, determine the final eyewire, bridge, and bridle sizes.

Remember that the bridge piece should contact the maximum skin area of the nose and that the pupils should be as close to the geometrical center of the eyewire as possible (Fig. 5).

(b) Release tension on the bridle strap by pulling outward on both sides of the strap attachment; four or five notches should be sufficient for donning.

(c) Place the frame on the subject (Fig. 6) and adjust the strap tension to give a soft comfortable fit of the bridge piece upon the nose. Check the strap visually and with “finger feel” to ensure that the strap lies FLAT everywhere against the head.
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the pupils should be as close to the geometrical center of the eyevwire as possible (Fi

(b) Release tension on the bridle strap by pulling outward on both sides of the stra
attachment: four or five notches should be sufficient for donning.

(©) Place the frame on the subject (Fig, 6) and adjust the strap tension to give a soft
comfortable fit of the bridge picce upon the nose. Check the strap visually and with “finger
foel" to ensure that the strap lics FLAT everywhere against the head.
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(d) Have subject don the MCU-2P gas mask. To enhance entry into the mask, have the subject pull the mask ensemble slightly outward at the eye level area before donning the mask. Once donned, tension should be applied to all the mask straps to secure a seal.

(e) Using a penlight, observe the bridle and its attaching strap through the front faceplate of the mask. The bridle should be entirely within the seal area of the mask (Fig. 8), also be sure the frame front does not touch the faceplate of the gas mask (Fig. 7). If the bridle violates the seal area, a short bridle should be substituted.

(f) In subsequent removal of the MCU-2/P mask, the subject should again pull the mask slightly outward from the eye level and upward from the chin area to reduce the possibility of displacing the MAG-1.
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(¢) Using a penlight, observe the bridle and its attaching strap through the front faceplate of the
mask. The bridle should be entirely within the scal area of the mask (Fig. 8). also be sure the

frame front does not touch the faceplate of the gas mask (Fig. 7). Ifthe bridle violates the scal
arca, a short bridle should be substituted.

() In subsequent removal of the MCU-2/P mask, the subject should age

ain pull the mask slightly
outward from the eye level and upward from the chin arca to reduce the possibility of

Thumbnaits

displacing the MAG- 1.

Figure 8

OBSERVATIONS:

1. The fiting and testing of the MAG- 1 with a full faceplate MCU-2/P mask should be done

ONLY by qualified optometric personnel. It is imperative that the fitting of the MAG-1 be
done with the subject's own personal mask to ensure compatibility of the two systems.
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5.  OBSERVATIONS:

(a) The fitting and testing of the MAG-1 with a full faceplate MCU-2/P mask should be done ONLY by qualified optometric personnel. 

(b) The MAG-1 spectacle is manufactured from DuPont Zytel Nylon resins and is highly resistant to damage, except from higher phenols and a few others. Weekly washing with detergent and water is the only maintenance needed unless it is determined different decontamination is required. The neoprene strap is handled in much the same manner as the frame.
6.  MAG-1 OPTICAL INSERT NATIONAL STOCK NUMBERS
Six sizes of combat spectacles have been standardized by the defense Medical Material

Board. They are as follows:

	National Stock Numbers
	Description

	6540-01-107-0304
	Frame, Spectacle, Nylon, Non-Reflective, Black, 46mm Eye, 22mm Bridge

	6540-01-107-0305 


	Frame, Spectacle, Nylon, Non-Reflective, Black, 48mm Eye, 22mm Bridge

	6540-01-107-4509 
	Frame, Spectacle, Nylon, Non-Reflective, Black, 50mm Eye, 22mm Bridge

	6540-01-107-4510 
	Frame, Spectacle, Nylon, Non-Reflective, Black, 46mm Eye, 25mm Bridge

	6540-01-107-1732 
	Frame, Spectacle, Nylon, Non-Reflective, Black, 48mm Eye, 25mm Bridge

	6540-01-107-1733 
	Frame, Spectacle, Nylon, Non-Reflective, Black, 50mm Eye, 25mm Bridge

	6540-01-109-5040 
	Strap, Spectacle, Neoprene, Non-Reflective, Black, Adjustable

	6540-01-294-1141 
	Bridle, Spectacle, Nylon, Non-Reflective, Black, Short

	6540-01-294-1142 
	Bridle, Spectacle, Nylon, Non-Reflective, Black, Regular


