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	TITLE/SUBJECT/ACTIVITY/FUNCTIONAL AREA
	OPR
	DATE

	HAPSITE

                   DRAFT          START UP         (FOR AIR SAMPLING)
	USAFSAM
	Jan 2004


	NO.
	ITEM

(Assign a paragraph number to each item.  Draw a horizontal line between each major paragraph)
	YES
	NO
	N/A
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	TITLE/SUBJECT/ACTIVITY/FUNCTIONAL AREA
	OPR
	DATE

	BE TEAM RESPONSE TAB D OF MCRP 

HYDRAZINE LEAKS/SPILLS
	363 SGPB
	01 Jan 2000



	NO.
	ITEM

(Assign a paragraph number to each item.  Draw a horizontal line between each major paragraph)
	YES
	NO
	N/A

	
	EQUIPMENT    1) HAPSITE Analytical Module        2) Canister BPFB internal standard gas (yellow)         

                            3) Canister N2 carrier gas (purple)      4) HAPSITE laptop             

5) HAPSITE battery                             6) 3 ½ inch floppy disk               7) Service Module (optional)
	
	
	

	1
	If using a Service Module, remove cover from bottom of HAPSITE and attach to Service Module
	
	
	

	2
	If using a Service Module, plug Service Module in to electrical outlet 
	
	
	

	3
	Plug in HAPSITE to electrical outlet (start up with AC power if at all possible, start up with battery power will significantly drain battery)
	
	
	

	4
	Open front cover of HAPSITE
	
	
	

	5
	If NOT using a Service Module, ensure NEG pump is installed on right side 
	
	
	

	6
	Remove cover from purple carrier gas canister (if covered) and insert canister into carrier gas slot
	
	
	

	7
	Remove cover from yellow internal standard gas canister (if covered) and insert canister into internal standard slot
	
	
	

	8
	Insert battery – The label reading “Battery Pack for Inficon HAPSITE” faces left
	
	
	

	9
	Insert floppy disk with top facing away from battery
	
	
	

	10
	Turn HAPSITE power on by holding power switch (on left side of the inside of the front cover) down for 1 second 
	
	
	

	11
	If using Service Module, power on Service Module with switch on rear of left side
	
	
	

	12
	Close front cover of HAPSITE
	
	
	

	13
	Ensure laptop is connected to HAPSITE
	
	
	

	14
	Power on laptop and click on “HAPSITE” Icon
	
	
	

	15
	Select “Remote Mode” from front panel screen of the HAPSITE by pressing “3” and “SEL”
	
	
	

	16
	If using Service Module, go to step 17.  If using NEG pump instead of Service Module, go to step 23.
	
	
	

	17
	On the laptop, in the “HAPSITE” window, click on “Service Module” icon 
	
	
	

	18
	Click on “Initialize HAPSITE/SM Communications”
	
	
	

	19
	Click on “Attach HAPSITE” button and “Yes”
	
	
	

	20
	If error message “Pressure too low” appears, select “Foreline Vent Valve Open” for about 2 seconds, then select “Closed.”
	
	
	

	21
	When message “Attach HAPSITE Successful” appears, click on “OK” 
	
	
	

	22
	Click on “Exit” button in “Service Module for HAPSITE” window and click on “Yes”
	
	
	

	23
	Click on “Startup” icon in “HAPSITE” window
	
	
	

	24
	Ensure “Headspace Enable” box is blank.  IF using Headspace Sampler for liquid or solid samples, use the Headspace Sampling System Checklist
	
	
	

	25
	Ensure the activated temperatures listed under “HAPSITE Target Settings” are as follows:

a. Column Temp: 60(C  [image: image1.wmf]    b. Membrane Temp: 60(C [image: image2.wmf]    c. Valve Oven Temp: 70(C  [image: image3.wmf] 

d. Probe Temp: 40(C [image: image4.wmf]        e.  NEG Temp: 400(C or BLANK if using Service Module  [image: image5.wmf]       
	
	
	

	26
	Under blue “Enter Data “ bar in “Startup for HAPSITE” window, click on “Enter Data” 
	
	
	

	27
	When message “Changes are not active until ‘Startup’ is selected” appears, click on “OK”
	
	
	

	28
	Under green “Startup” bar in “Startup for HAPSITE” window, click on “Startup” button 
	
	
	

	29
	Wait for HAPSITE to heat up.  This will take about 20 minutes.  If you click on “Continue” during  startup process, HAPSITE will try to heat all components at same time and may shut down.
	
	
	

	30
	Document the following values in log book:

GC Column Pressure, Reservoir Pressure, Total MS Pressure, and HS Pressure
	
	
	

	31
	Ensure “Current Temps” in “Startup” window match “Target Settings”
	
	
	

	32
	Click on “Exit” and then click “Yes”
	
	
	


